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Modulgruppe Anfangposition z [m] Klystron z [m] Pulstransformer z [m]

A2 L1 122,88 148,387 154,042

A3 L2 238,37 263,877 269,532

A4 L2 286,34 311,847 317,502

A5 L2 334,31 359,817 365,472

A6 L3 477,15 502,657 508,312

A7 L3 525,12 550,627 556,282

A8 L3 573,09 598,597 604,252

A9 L3 624,05 649,557 655,212

A10 L3 672,02 697,527 703,182

A11 L3 719,99 745,497 751,152

A12 L3 770,95 796,457 802,112

A13 L3 818,92 844,427 850,082

A14 L3 866,88 892,387 898,042

A15 L3 917,85 943,357 949,012

A16 L3 965,82 991,327 996,982

A17 L3 1013,78 1039,287 1044,942

A18 L3 1064,75 1090,257 1095,912

A19 L3 1112,71 1138,217 1143,872

A20 L3 1160,68 1186,187 1191,842

A21 L3 1211,65 1237,157 1242,812

A22 L3 1259,61 1285,117 1290,772

A23 L3 1307,58 1333,087 1338,742

A24 L3 1358,54 1384,047 1389,702

A25 L3 1406,51 1432,017 1437,672

A26 L3 1454,48 1479,987 1485,642

    E. Negodin, DESY, Technical Coordination Group
    Tel.: 15-04 Zuletzt geändert:       03.11.2011

Seite 2 von 2

Basierend auf „Optiks-Liste“ Version 8.0 (15.07.2011)


	Basic_Layout_XTL_LINAC.vsd
	Page-1
	Page-2


